
Featuring Polytuff Traffic Membrane  

Step 1:  Priming 

Step 2:  Applying the Basecoat 

Work has recently been completed by Tarlton Corporation on the restoration of 
the elevated parking garage at First Bank downtown Clayton, MO.  The parking 

deck provides surface parking for customers as well as protection for the  
subsurface parking utilized by tenants of the multi-story building. 

 

SSE Engineers,  Inc., designed and managed the remedial repair work. The scope 
of work consisted of concrete repair and replacement followed by the  
application of a waterproof traffic membrane supplied by Polytuff US.   

Polytuff technology was selected because of the fast turn around needed. With 
the limited amount of access to install the coating system the work had to be 

performed during weekend hours. 
 

The challenging schedule was accomplished by utilizing the Polytuff �^�(���•�š�����µ�Œ���_��
deck coating system.  The actual  installation consisted of the  

application of an epoxy primer, followed by a high build elastomeric  
Polyurea base coat and finally a Polyurea top coat. Cure time in between coats 

was accomplished within  a few hour window and thus allowed Tarlton to install 
the entire system in two days; allowing overnight cure before 

 opening to vehicular traffic early Monday morning. 
 

Polytuff produces a complete line of polyurethane and Polyurea deck coating  
sealants and coating for exposed concrete decks that receive pedestrian and or 

vehicular traffic. 

Step 3:  Applying the Sand Step 4:  Applying the Finish Topcoat 

For More Information Contact  
Tom Suter, President  

Shield Systems, Inc. 
5205 Bischoff Avenue     
Saint Louis, MO  63110 
Office:  314-865-5550   

  Email:  tomsuter@shieldsystems.com   
  Web-site:  

www.shieldsystems.com 
 

POLY -TUFF SYSTEMS INTERNATIONAL   
2250 E. Tropicana Ave, Suite 19-600, Las Vegas, NV 89119  

Phone: (866) 977-8833 Fax: (800) 804-0182 Web: www.polytuffus.com  


